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Varied Light Unit lineup using original UV-LEDs
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We have various 
materials. 

Download here.
http://www.ccs-grp.com/dl/
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Ultraviolet Lights
89 series Use a search engine.

CCS UV
You can also use 
your smartphone 
or cell phone.

Refer to our website for product details.
Search

Applications ,QVSHFWLRQ�IRU�GHWHFWLQJ�VHDO�PDWHULDO�WKURXJK�ÀXRUHVFHQW�H[FLWDWLRQ��UHDGLQJ�LQYLVLEOH�FRGH��LQVSHFWLRQV�XVLQJ�
GLIIHUHQFHV�LQ�VSHFWUDO�UHÀHFWLYLW\��DQG�LQVSHFWLRQV�XVLQJ�GLIIHUHQFHV�LQ�VFDWWHULQJ�UDWHV��HWF�
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Series Model name LED color
Power consumption *1

Peak 
wavelength Options Recommended 

Control Units Weight DimensionsEarlier than 
July 2014

After  
July 2014

LDR2

LDR2-32UV365

Ultraviolet

24 V / 0.4 W 24 V / 0.3 W

365 nm

30 g

1LDR2-42UV365 24 V / 0.8 W 24 V / 0.6 W 50 g

LDR2-50UV365 24 V / 1.2 W 24 V / 0.9 W 50 g

LDR2-70UV365 24 V / 3.1 W 24 V / 2.3 W 130 g 2

LDR2-90UV365 24 V / 3.8 W 24 V / 2.8 W 170 g
1

LDR2-90-30UV365 24 V / 6.1 W 24 V / 4.5 W 220 g

LDR2-120UV365 24 V / 9.5 W 24 V / 7.0 W 510 g 3

LDR2-LA

LDR2-74UV365-LA

Ultraviolet

24 V / 1.9 W 24 V / 1.4 W

365 nm

90 g 4

LDR2-100UV365-LA 24 V / 4.6 W 24 V / 3.4 W 170 g

5
LDR2-132UV365-LA 24 V / 6.9 W 24 V / 5.0 W 270 g

LDR2-170UV365-LA 24 V / 9.9 W 24 V / 7.3 W 350 g

LDR2-208UV365-LA 24 V / 12 W 24 V / 8.4 W 380 g

LDR-LA-1

LDR-75UV365-LA-1

Ultraviolet

24 V / 1.6 W 24 V / 1.2 W

365 nm

70 g 6

LDR-96UV365-LA-1 24 V / 2.3 W 24 V / 1.7 W 100 g

7
LDR-146UV365-LA-1 24 V / 3.1 W 24 V / 2.3 W 160 g

LDR-176UV365-LA-1
Ultraviolet

24 V / 3.8 W 24 V / 2.8 W 200 g

LDR-206UV365-LA-1 24 V / 4.6 W 24 V / 3.4 W 220 g

8VHV�RULJLQDO�89�/('V 3HDN�ZDYHOHQJWK�RI�����QP�DQG�GLUHFWLRQDO�FKDUDFWHULVWLFV�RI�����

Because they have a steel alloy cap, many ultraviolet LEDs 
are susceptible to static electricity or impact. In particular, 
dead LEDs due to sparks occurring from contact with metal 
VKDUGV�KDYH�EHHQ�D�PDMRU�LVVXH��2XU�FRPSDQ\
V�RULJLQDO�
ultraviolet LEDs successfully solved this problem through 
our unique spark prevention mechanism. Compared to 
WKH�FRQYHQWLRQDO�SURGXFWV��ZH�VLJQL¿FDQWO\�LQFUHDVHG�RXU�
"safety" and "reliability."

Our original ultraviolet LEDs have a peak wavelength of 365 nm and directional 
characteristics of ±20°. Using the mono-wavelength, a characteristic of 
LEDs, allows for stable imaging over a long period of time that captures 
the workpiece's characteristics more accurately than using a black light. 
Furthermore, our rich lineup provides optimal Light Units depending on the 
LQVSHFWHG�REMHFW��LQVSHFWLQJ�HQYLURQPHQW��DQG�RSWLFDO�V\VWHP�

8VHV�/('V�ZLWK�
RXU�XQLTXH�VSDUN�
SUHYHQWLRQ�
mechanism

/LJKW�VSHFWUXP�RI�WKH�89�/(' 'LUHFWLRQDO�FKDUDFWHULVWLFV�RI�WKH�89�/('

PD3

PSB PTU2

* Cannot be used with the 
LDR2-208UV365-LA which 
was manufactured before July 
2014.

CC-ST-1024*
Ultraviolet transmission filter

Ultraviolet cutting filter

Control Unit Page P.185Control Unit Selection Guide P.181Extension Cables P.222
*1 The power consumption varies according to the production date.
    Refer to the power consumption given by the label tag of the product.
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You can inquire using 
our website.

Inquire on our website here.
http://www.ccs-grp.com/contact/
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Examples of Custom 
Ordered Products
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Control Unit Selection 
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Dimensions (mm)

Series Model name LED color
Power consumption *1

Peak 
wavelength Options Recommended 

Control Units Weight DimensionsEarlier than 
July 2014

After  
July 2014

SQR SQR-56UV365 Ultraviolet 24 V / 1.6 W 24 V / 1.2 W 365 nm 80 g 8

LDL

LDL-34X8UV365

Ultraviolet

24 V / 0.4 W 24 V / 0.3 W

365 nm

15 g 9
LDL-42X15UV365 24 V / 0.8 W 24 V / 0.6 W 30 g 10
LDL-74X27UV365 24 V / 3.1 W 24 V /  2.3 W 95 g 11
LDL-82X15UV365 24 V / 1.6 W 24 V / 1.2 W 45 g

12LDL-130X15UV365 24 V / 2.3 W 24 V / 1.7 W 85 g
LDL-180X16UV365 24 V / 3.8 W 24 V / 2.8 W 110 g

LDQ

LDQ-60-25UV365

Ultraviolet

24 V / 1.6 W 24 V / 1.2 W

365 nm

60 g 13
LDQ-78UV365 24 V / 1.6 W 24 V / 1.2 W 100 g 14
LDQ-100UV365 24 V / 3.1 W 24 V / 2.3 W 330 g 15
LDQ-150UV365 24 V / 6.1 W 24 V / 4.5 W 490 g 16
LDQ-200UV365 24 V / 9.1 W 24 V / 6.7 W 790 g 17

LN LN-200UV365 Ultraviolet 24 V / 1.9 W 24 V / 1.4 W 365 nm 400 g 18
LSP LSP-41UV365 Ultraviolet 24 V / 1.2 W 24 V / 0.9 W 365 nm 115 g 19

PD3

PSB PTU2

CC-ST-1024

Ultraviolet transmission filter

Ultraviolet cutting filter

Control Unit Page P.185Control Unit Selection Guide P.181Extension Cables P.222
*1 The power consumption varies according to the production date.
    Refer to the power consumption given by the label tag of the product.

You can change the connectors of the Light Unit cable. Choose between M12 connectors and flying leads. Refer to P.125 for details. 


