
Signal
1 to 13

IN

5 V

15

GND

Signal
1 to 13

IN

5 V

PD2 Control Unit side PD2 Control Unit side

15

GND

Signal
1 to 11
14 to 23

IN

5 V

13
25

GND

Signal
1 to 11
14 to 23

IN

5 V

13
25

GND

Drive using driver IC or NPN open-collector. Drive is possible if there is a device through which 
ÀRZV�DQ�DSSUR[LPDWHO\����P$�FXUUHQW�IURP�VLJQDO�WR�JURXQG�

�����FKDQQHOV �����FKDQQHOV
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Digital Control Units
PD2 series Use a search engine.

SearchCCS PD2
You can also use 
your smartphone 
or cell phone.

Refer to our website for product details.
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PD2-1012/PD2-1024

PD2-3012-2/PD2-3024-2 PD2-3012-4/PD2-3024-4 PD2-3012-8/PD2-3024-8

PD2-3012/PD2-3024 PD2-5012/PD2-5024

Intensity control to 256-step

Compatible with a wide 

range of uses

� You can select either 12 V or 24 V type according to the input voltage of the LED Light being used.

��<RX�FDQ�VHOHFW�IURP����:�����:�DQG����:�W\SHV�DFFRUGLQJ�WR�WKH�SRZHU�FRQVXPSWLRQ�RI�WKH�/('�

Light being used.

��<RX�FDQ�VHOHFW�IURP������DQG���FKDQQHO�W\SHV�LI�\RX�DUH�XVLQJ�LQGLYLGXDO�LQWHQVLW\�VHWWLQJV�IRU�PXOWLSOH�

Light Units.

� You can select an optional external control cable if you are using external control (refer to P.193).

Characteristics

Example connections of 
external control signal

Compliant model(s)
PD2-3012/PD2-3024/PD2-5012/PD2-5024/PD2-3012-2/PD2-3024-2/
PD2-3012-4/PD2-3024-4/PD2-3012-8/PD2-3024-8

The supplied AC cord is for use with 100 to 120 VAC.
CCS recommends using the following with 200 to 240 VAC.

&DEOH��*7&(���[�����PP2 (Kawasaki Electric Wire)
&RQQHFWRU��.6���$<��.DZDVDNL�(OHFWULF�:LUH�

Example connection * Refer to the “Instruction Guide” for details.
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You can inquire using 
our website.

Inquire on our website here.
http://www.ccs-grp.com/contact/

Requests for 
a Catalog

Requests for 
Estimates

Product 
Inquiries

Other 
Inquiries

Requests for 
Light Unit 
Selection

Requests 
for Loan 
Products

Example:
Control UnitExternal control cablesExternal control device Extension cables LED Lights (two units connected)

E.g.: When two units are connected

FCB-3
(3 m)

PD2-3024-2

(30 W capacity)
(2 channels)

FCB-3
(3 m)

EXCB2-B3
(Parallel communication)

(Intensity control,
ON/OFF control)

NFCB2-3

(ON/OFF signal input)
(ON/OFF control)

External control
device

(Parallel communication)
(ON/OFF signal)

LDR2-50RD2
(Red)

(Power consumption: 3.1 W)

LDR2-50RD2
(Red)

(Power consumption: 3.1 W)

Control Unit 
Selection Guide

ź  P.181

Control Unit 
6SHFL¿FDWLRQV�/LVW

ź  P.183

Light Unit 
Product Page

ź  P.9 -

Technical 
Guide

ź  P.229

5HJXODWLRQV� 
Etc.

ź  P.241
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([DPSOH�V\VWHP�FRQ¿JXUDWLRQ

Dimensions (mm)

6SHFL¿FDWLRQV
Model name PD2-1012 PD2-1024 PD2-3012 PD2-3024 PD2-5012 PD2-5024 PD2-3012-2 PD2-3024-2 PD2-3012-4 PD2-3024-4 PD2-3012-8 PD2-3024-8
Input voltage 100 to 120 VAC 100 to 240 VAC
Input current* 0.25 A typ. 0.78 A typ. 1.3 A typ. 0.78 A typ.
Frequency 50/60 Hz
Inrush current 15 A typ.
No. of channels 1 channel 1 channel 1 channel 1 channel 1 channel 1 channel 2 channels 2 channels 4 channels 4 channels 8 channels 8 channels
DC output voltage 12 V 24 V 12 V 24 V 12 V 24 V 12 V 24 V 12 V 24 V 12 V 24 V
Output voltage 9.5 W max. 9.0 W max. 28 W max. 28 W max. 46 W max. 46 W max. 28 W max. 28 W max. 27 W max. 27 W max. 25 W max. 25 W max.

Intensity control
,QWHQVLW\�FRQWURO�PHWKRG��������N+]��3:0�FRQWURO
0DQXDO������VWHS�LQWHQVLW\�FRQWURO�XVLQJ�FRDUVH�DQG�¿QH�URWDU\�VZLWFKHV�RQ�WKH�IURQW�SDQHO
([WHUQDO���,QWHQVLW\�FRQWURO�XVLQJ���ELW�SDUDOOHO�VLJQDO

External control input
,QSXW�FLUFXLW��3XOO�XS�RI������9�LQWHUQDOO\�E\�XVH�RI�UHVLVWRU������Nȍ� ,QSXW�FLUFXLW��3XOO�XS�RI������9�LQWHUQDOO\�E\�XVH�RI�UHVLVWRU������Nȍ�

+6�&026�LQSXW��/RZ�OHYHO�RI�PD[������9��KLJK�OHYHO�RI�����9�RU�PRUH
External control 
connector D-sub 15-pin (plug) D-sub 25-pin (plug)

Lights ON/OFF 
control

21�2))�FRQWURO�GXULQJ�PDQXDO�LQWHQVLW\�FRQWURO��������PP�PLFURSKRQH�MDFN
21�2))�FRQWURO�GXULQJ�H[WHUQDO�LQWHQVLW\�FRQWURO���'�VXE����SLQ�21�VLJQDO��QRW�V\QFKURQL]HG�ZLWK�ZULWLQJ�VHTXHQFH�

0DQXDO�([WHUQDO��'�VXE����SLQ�21�VLJQDO
(not synchronized with writing sequence)

Light ON/OFF 
response time 2))ĺ21�����ȝV�W\S���21ĺ2))�����ȝV�W\S�

Startup time 0.5 sec typ.
Output overcurrent protection Operates at 107% of the output current. Reset by turning the power off and then on again.
Operating environment 7HPSHUDWXUH����WR����&��+XPLGLW\������WR����5+��ZLWK�QR�FRQGHQVDWLRQ�
Storage environment 7HPSHUDWXUH������WR����&��+XPLGLW\������WR����5+��ZLWK�QR�FRQGHQVDWLRQ�
Weight 0.7 kg max. 1.1 kg max. 1.3 kg max. 1.1 kg max. 1.2 kg max. 1.5 kg max.
Accessories 3-prong  AC cord with ground terminal����P��[����H[FHSW�IRU�3'��������������,QVWUXFWLRQ�*XLGH�[��

* For 100 VAC

AC cable (2.3 m)

13.59313.5

9120(8)

13.593

16
54

16

4-M3 (Bottom mounting screws)
54 x 93 (Insertion depth: 2 mm max.)

External control connector
D-sub 15-pin

12 62 12

4-M3 depth 2

54
5.

516 54 16

86

54 x 93 (Mounting screw holes)

External control connector
D-sub 15-pin

4-M3 depth 5
40 x 140
(Mounting screw holes)

4-M3 depth 5
(Mounting screw holes)

15 140 15

140 1515

11.5 40 10.5 20 130 20

10
90

10

5.
5

11
0

62

15 140

11
40

(7) 170 9

4-M3 (Bottom mounting screws)
40 x 140 (Insertion depth: 5 mm max.)

PD2-1012/PD2-1024 PD2-3012/PD2-3024
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Use a search engine.

SearchCCS PD2
You can also use 
your smartphone 
or cell phone.
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62

11
0

5.
511.5 40 10.5 20 190 20

15 200 15

15 200 15

10
.7

90
9.

3

External control connector
D-sub 15-pin

4-M3 depth 5
40 x 200 (Mounting screw holes)

4-M3 depth 5
(Mounting screw holes)

7 230 9
15 200

11
40

40 x 200 (Insertion depth: 5 mm max.)
4-M3 (Bottom mounting screws)

4-M3 depth 5
(Mounting screw holes)

External control connector
D-sub 15-pin

4-M3 depth 5
40 x 140
(Mounting screw holes)

15 140 15

140 1515

11.5 40 10.5 20 130 20

10
90

10

5.
5

11
0

62

(7) 170 9
15 140

11
40

40 x 140 (Insertion depth: 5 mm max.)
4-M3 (Bottom mounting screws)

85 x 140
(Mounting screw holes)

4-M3 depth 5

External control connector
D-sub 25-pin

80
5.

5

110

20 130 20
12.5 85 12.5

15 140 15

9 170 (8)

15 140

12
.5

85

4-M3 (Mounting screw holes)
85 x 140
(Insertion depth: 5 mm max.)

110

External control
connector
D-sub 25-pin

85 x 140
(Mounting screw holes)

4-M3 depth 5

20 130 2012.5 85 12.5

5.
5

12
2

15 140 15

9 170 (8)

15 140

12
.5

85

4-M3 (Mounting screw holes)
85 x 140(Insertion depth: 5 mm max.)

PD2 series

Ø
8.

1

NFCB2-3 (3 m)

10

40.5 3,000

Ø3.5 phone plug 50

White (center pole)

Black (peripheral pole)

Corresponding Control Unit:  PD2 (1 and 2 channels) series

EXCB2-25-3 (3 m): D-sub 25-pinEXCB2-B3 (3 m): D-sub 15-pin

Corresponding Control Unit:  PD2 (1 and 2 channels) series Corresponding Control Unit:  PD2 (4 and 8 channels) series

40
.5

D-sub 15-pin

3,000

Shielded ground

1
2
3
4
5
6
7
8

9
10
11
12
13
14
15
16

Black
White
Red

Green
Yellow
Brown
Blue

Purple

Gray
Pink

White/Black
Red/Black

Green/Black
Yellow/Black
Brown/Black
Blue/Black

17
18
19
20
21
22
23
24

25
NC
NC
NC
NC
NC

Purple/Black
Grey/Black
Pink/Black

Light green/Black
Black/White
Red/White

Green/White
Yellow/White

Brown/White
(Blue/White)

(Purple/White)
(Grey/White)
(Pink/White)

(Light green/White)

54

D-sub 25-pin
M2.6

3,000

Ø
10

.1

Shielded ground

No. Line color No. Line color

9
10
11
12
13
14
15
NC

Black
White
Red

Green
Yellow
Brown
Blue

Purple

Gray
Pink

White/Black
Red/Black

Green/Black
Yellow/Black
Brown/Black
(Blue/Black)

1
2
3
4
5
6
7
8

Line color Signal

ON/OFF
GND (-)

White
Black

No. Line color No. Line color No. Line color No. Line color

Dimensions (mm)

Options

PD2-5012/PD2-5024

PD2-3012-4/PD2-3024-4

PD2-3012-2/PD2-3024-2

PD2-3012-8/PD2-3024-8

Dimensions (mm)
  External control cable

  External ON/OFF control cable


