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Z» Vision Light Tech

Fixed Magnification Telecentric Lens

MML-ST series

Through combination with 410 thousand pixel or greater cameras, the renewed design of
the MML-ST Series realizes high level optical performance. These compact models with a
diameter of 16mm feature a long depth of field making them ideal for installation in

manufacturing equipment.
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» Compact design with a lens barrel diameter
from 216

$3119S 1S-TNIN

* Long Depth of Field
* Number of pixels: 410 thousand or higher

« Camera Size: 1/2" or less in most cases

WD40mm
O . Depth of Effective v Larges't .
Model Magnification (o] WD Resolution Field NA F No Distortion Compatible Weight
Camera
MML1-ST40D x1 105mm 40mm 7.2um 0.88mm  0.046 1 -0.02% or less 1/2" 319
MML1.5-ST40D x1.5 105.1mm  40.1mm 5.6um 0.44mm  0.06 12.5 0.02% or less 1/2* 31g
MML2-ST40D x2 96.1mm 40.1Tmm 4.8um 0.29mm = 0.07 14.3 0.01% or less 1/2" 349
* MML3-ST40D x3 106.9mm  37.9mm 4.8um 0.19mm  0.07 21.3 -0.05% or less 1/2" 339
MML4-ST40D x4 103.9mm = 40.9mm 4.8um 0.14mm 0.07 28.5 0.01% or less 1/2 369
MML6-ST40D x6 117.5mm  40.3mm 4.8um 0.1mm 0.07 42.8 -0.02% or less 1/2" 399
MML8-ST40D x8 131.3mm 40mm 4.8um 0.07mm 0.07 57 -0.02% or less 1/2" 429
MML1-ST40 x1 105mm 40mm 7.2um 0.88mm  0.046 11 -0.02% or less 1/2" 269
MML1.5-5T40 x1.5 105.Tmm = 40.Tmm 5.6um 0.44mm  0.06 12.5 0.02% or less 1/2" 269
MML2-ST40 x2 96.1mm 40.Tmm 4.8um 0.29mm  0.07 14.3 0.01% or less 1/2" 299
* MML3-ST40 x3 106.9mm  37.9mm 4.8um 0.19mm 0.07 21.3 -0.05% or less 1/2" 289
MML4-ST40 x4 103.9mm = 40.9mm 4.8um 0.14mm 0.07 28.5 0.01% or less 1/2" 31g
MML6-5T40 x6 117.5mm = 40.3mm 4.8um 0.1mm 0.07 42.8 -0.02% or less 1/2" 359
* MML8-ST40 x8 131.3mm 40mm 4.8um 0.07mm  0.07 57 -0.02% or less 1/2" 379

*Depth of field is calculated assuming a horizontal 240TV resolution using a 1/2" CCD camera. (Permissible circle of confusion on the image-formation side: 40um)
*Resolution values indicate the theoretical resolution at a wavelength of 550nm.
Caution: The WD 40mm series cannot be used with all prism adapter options. “xMade-to-order products.
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WD65mm
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Model Magnification 0O/1 WD Resolution Field NA FNo Distortion Compatible Weight
Camera
MMLO08-ST65D x0.8 172.3mm 65mm 12.4pm 1.9mm 0.027 14.9 0.01% or less 1/2" 499
MMLI1-ST65D x1 162.5mm 65mm 12.5um 1.49mm  0.027 18.6 0.01% or less 1/2" 449
MML1.5-ST65D x1.5 157.2mm 65mm 7um 0.56mm 0.048 15.5 -0.04% or less 1/2" 439
MML2-ST65D x2 162.6mm 65mm 5.8um 0.35mm  0.057 17.3 0.02% or less 1/2" 449
MML2-ST65DS x2 144.1mm 65mm 5.6pym 0.35mm 0.057 17.3 0.01% or less 1/2" 379
MML3-ST65DS x3 142mm 65mm 4.7um 0.19mm 0.07 21.9 0.01% or less 1/2" 359
MML4-ST65D x4 186.3mm 65mm 4.6pm 0.14mm 0.073 27 0.01% or less 1/2" 55¢g
MML4-ST65DS x4 147.4mm 66mm 4.4um 0.13mm 0.076 25.9 0.02% or less 1/2* 419
MML6-ST65D x6 201.1mm 65mm 4.6um 0.09Tmm = 0.073 40.9 0.01% or less 1/2" 60g
MML6-ST65DS x6 163.5mm  65.3mm 4.4um 0.09mm  0.076 39.3 0.01% or less 1/2" 43g
MML8-ST65DS x8 180mm 64.9mm 4.4um 0.07mm 0.076 52.3 -0.01% or less 1/2" 469

* Depth of field is calculated assuming a horizontal 240TV resolution using a 1/2" CCD camera. (Permissible circle of confusion on the image-formation side: 40um)
* Resolution values indicate the theoretical resolution at a wavelength of 550nm.

Vision Light Tech B.\.
Protonenlaan 22, 5405 NE UDEN, P.O. Box 345, 5400 AH UDEN, The Netherlands

Phone: +31 (0)413 26 00 67, Fax +31 (0)413 26 09 38, E-mail: inquiry@vlt.nl, Website: www.vit.nl
Trade register No. 17150044, VAT No. NLB112.30.946.B01




4
AVJ’.

7~

;I

MMLO8-ST65 MMLI1-ST65
| Lstet,
-l
s i 5
MML2-ST65S MML3-ST65S

7.526

gl

|

17526

(0/1-144.06)

595
379
s

WD.65+2
WD.6522

MML6-ST65
$30
: ‘:H@? i 7 \—]; 2 1 ew
| T
4 “H
2 w 3 ‘
s | A
| ass] |
| sren: 3 \
ol ‘ : |
=8 i ‘

Model Magnification 0O/1 WD Resolution
MMLO8-ST65 x0.8 172.3mm 65mm 12.4uym
MML1-ST65 x1 162.5mm 65mm 12.5um
MML1.5-ST65 x1.5 157.2mm 65mm 7um
MML2-ST65 x2 162.6mm 65mm 5.8um
MML2-ST65S x2 144.1mm 65mm 5.6um
MML3-ST65S x3 142mm 65mm 4.7um
MML4-ST65 x4 186.3mm 65mm 4.6pum
MML4-ST65S x4 147.4mm 66mm 4.4pm

* MML6-ST65 x6 201.1mm 65mm 4.6um
MML6-ST65S x6 163.5mm  65.3mm 4.4um
MML8-ST65S x8 180mm 64.9mm 4.4pm
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MML2-ST65
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v CoL;E:tsiktale Weight
Distortion
Camera
0.01% or less 1/2 449
0.01% or less 1/2" 38g
-0.04% or less 1/2 369
0.02% or less 1/2" 38g
0.01% or less 1/2" 329
0.01% or less 1/2 309
0.01% or less 1/2 50g
0.02% or less 1/2 369
0.01% or less 1/2" 55¢g
0.01% or less 1/2 389
-0.01% or less 1/2" 429

* Depth of field is calculated assuming a horizontal 240TV resolution using a 1/2" CCD camera. (Permissible circle of confusion on the image-formation side: 40um)

* Resolution values indicate the theoretical resolution at a wavelength of 550nm.

Optical Specifications for Recommended Combinations of MML Models and Rear Converter Lenses

Model Converter Lenses ~ Magnification ~ Resolution
MMLI-ST65D/65 S;)OD;;X ;(5) ); E?ﬂﬁ
MML1.5-5T65D/65 S;)ODD'E;X 2'?;)( ;ﬂ:
MML2-ST65D/65 P X ::gm

*Made-to-order products.

Depth of Field Effective F No
0.99mm 279
0.74mm 37.2
0.37mm 23.4
0.28mm 31.3
0.23mm 26
0.17mm 34.6

Caution: If combinations other than those recommended are used, dirt and scratches on the rear converter may be noticeable in the
resulting images. For this reason, we do not recommend the use in any other setup for optimal performance.
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Model Magnification o/l WD Resolution EER NA azciive I CoLrirg;[sl::)Ie Weight
9 Field FNo Distortion p 9
Camera
MMLO8-ST110D x0.8 257mm 110mm 13.5um 2mm 0.024 16.1 0.01% or less 1/2" 859
MML1-ST110D x1 240.3mm 113mm T4pum 1.67mm 0.024 20.9 0.05% or less 1/2” 58¢g
MML2-ST110D x2 256.9mm 110mm 1pm 0.66mm 0.03 33.2 0.01% or less 1/2" 55¢g
MML2-ST110DS x2 201.3mm 112mm 11.2um 0.66mm 0.03 33.2 0.01% or less 1/2” 399
MML3-ST110DS x3 219.7mm 108.3mm 11.2um 0.44mm 0.03 49.7 0.01% or less 1/2" 439
MML4-ST110D x4 210.3mm  110.8mm 7.5um 0.22mm 0.045 44.4 0.03% or less 1/2” 439
MML6-ST110D x6 233 1mm  109.8mm 7.5um 0.17mm 0.045 66.4 -0.01% or less 1/2" 489
MML8-ST110D x8 256.3mm  109.3mm 7.5um 0.17mm 0.045 88.4 -0.01% or less 1/2* 549

Vision Light Tech B.\.
Protonenlaan 22, 5405 NE UDEN, P.O. Box 345, 5400 AH UDEN, The Netherlands

Phone: +31 (0)413 26 00 67, Fax +31 (0)413 26 09 38, E-mail: inquiry@vlt.nl, Website: www.vit.nl
Trade register No. 17150044, VAT No. NL8112.30.946.B01




R
— 2

on Light Tech

MMLO8-ST110 MML1-ST110 MML2-ST110 MML2-ST110S
230 230
i 5 e SRR o r
T g S ot e N R T
516%; 0165, < gl
ol 2 T
g < 7
§ % - % é(:a1ss>7mij\c o ; oBe o
s 2 3 |8 g mm : B
A 3 s
o 218 % 016 4
g FZEN &% b 016 %1 g
g =2 < = :
2 i) 2 E
MML3-ST110S MML4-ST110 MML6-ST110 MML8-ST110
‘ =t 4 | =y s vT
3 i S T
B S i a0 | ¥ o165 | ! !
Re $ i 016%; ‘
J LY i i EEIS : I
3| @156 E-:’-}E e T % & ::; i
g [T © B i 016 %, g T g
é é i 3 [ o165, !
2164 a 2 1 a | | o16%:
i s : - 3 2
: i ] - 2 T
s ‘ ‘
Model Magnification (o] WD Resolution O NA Effective v CoL;rg;SiE)Ie Weight
9 Field F No Distortion p 9
Camera
MMLO8-ST110 x0.8 257mm 110mm 13.5um 2mm 0.024 16.1 0.01% or less 1/2" 799
MML1-ST110 x1 240.3mm 113mm 14pm 1.67mm  0.024 20.9 0.05% or less 1/2" 509
MML2-ST110 x2 256.9mm 110mm Tum 0.66mm 0.03 33.2 0.01% or less 1/2" 509
MML2-ST110S x2 201.3mm 112mm 11.2pym 0.66mm 0.03 33.2 0.01% or less 1/2" 349
MML3-ST110S x3 219.7mm 108.3mm 11.2um 0.44mm 0.03 49.7 0.01% or less 1/2" 379
MML4-ST110 x4 210.3mm 110.8mm 7.5um 0.22mm  0.045 44.4 0.03% or less 1/2" 38¢g
MML6-ST110 x6 233.1mm 109.8mm 7.5um 0.17mm  0.045 66.4 -0.01% or less 1/2" 439
MML8-ST110 x8 256.3mm  109.3mm 7.5um 0.177mm  0.045 88.4 -0.01% or less 1/2" 499

Optical Specifications for Machine Types Recommended for Combination with the Rear Converter

Model Converter Lenses Magnification Resolution Depth of Field Effective F No
SOD-1.5X 1.2 x 13.5um 1.34mm 24.2
MML08-STT10D/110 SOD-2X 1.6 x 13.5pum 1.00mm 32.2
SOD-1.5X 1.5 x 14um 1.17mm 31.4
MMLI-ST110D/110 SOD-2X 2.0 x 14um 0.84mm 41.8
MML2-ST110D/110 SOD-1.5X 3 x 1pm 0.44mm 49.8

* Depth of field is calculated assuming a horizontal 240TV resolution using a 1/2" CCD camera. (Permissible circle of confusion on

theimage-formation side: 40um)

* Resolution values indicate the theoretical resolution at a wavelength of 550nm.

Caution: If combinations other than those recommended are used, dirt and scratches on the rear converter may be noticeable in the
resulting images. For this reason, we do not recommend the use in any other setup for optimal performance
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<
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; . arges
3 Model Magpnification O/l WD Resolution Depth of NA Effective . v . Compatible = Weight
V, Field F No Distortion
& Camera
o MMLO08-ST170D  X0.8 314.7mm | 172.9mm = 12um 1.8mm 0.028 14 0.03% orless  1/2* 80g
MML1-ST150D X1 311.3mm  156mm 8.8um 1.Tmm 0.038 13 0.03% orless  1/2* 90g
MMLO08-ST170 X0.8 314.7mm | 172.9mm = 12uym 1.8mm 0.028 14 0.03% or less  1/2* 769
MML1-ST150 X1 311.3mm  156mm 8.8um 1.Tmm 0.038 13 0.03% or less ~ 1/2* 84g

* Resolution values indicate the theoretical resolution at a wavelength of 550nm.
* Depth of field is calculated assuming a horizontal 240TV resolution using a 1/2" CCD camera. (Permissible circle of confusion on the image-formation side: 40um)

Optical Specifications for Machine Types Recommended for Combination with Rear Converter

Model Converter Lenses  Magpnification Resolution Depth of Field Effective F No
SOD-1.5X 1.2x 12um 1.177mm 21
MML08-5T170D/170 SOD-2X 1.6x 12pym 0.88mm 28
MML1-ST150D/150
SOD-1.5X 1.5x 8.8um 0.69mm 19.5
SOD-2X 2.0x 8.8um 0.52mm 26

Caution: If combinations other than those recommended are used, dirt and scratches on the rear converter may be noticeable in the
resulting images. For this reason, we do not recommend the use in any other setup for optimal performance.
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WD300mm

Lenses with a very long working distance of 300mm are
available with optical magnifications of 0.5x, 1x, 3x, & 4x for
long stand-off applications. Improved flexibility and ease-of-use
is achieved with variable iris control.

» Magnifications: 0.5x, 1x, 3x, & 4x
e WD=300 mm
o With variable iris of 22.7-C32
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MMLO5-ST300DVI MML1-ST300D MML3-ST300DVI MML4-ST300DVI
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Depth of Effective v Largest
Model Magnification (o] WD Resolution Field NA FNo Distortion Compatible = Weight
Camera
15.3um~  3.6mm~  0.022~ 114~ o "
MMLO5-ST300DVI 0.5 s31.6mm - 348mm o T 0,009 Syg | 0:06%orless 1/2 200g
15um~  1.8mm~ 0022~ 22.7 -~ 0 B
MML1-ST300D x1 523.5mm  305mm 27um | BT 35 0.05%or less 1/2 150g
7.5um~  0.29mm ~  0.045~ 331~ 0 Y
MML3-ST300DVI x3 s3omm - 3022mm e 0.023 61 0-02%orless 1/2 310g
MML4-ST300DVI x4 554mm | 300mm | /oMM~ 0.22mm -~ 0.045 - | 442~ | 100 o0 fegs 1/2" 320g

14.8um 0.44mm 0.023 88.5

* Resolution values indicate the theoretical resolution at a wavelength of 550nm.
* Depth of field is calculated assuming a horizontal 240TV resolution using a 1/2" CCD camera. (Permissible circle of confusion on the image-formation side: 40um)

Optical Specifications for Recommended Combinations of MML Models & Rear Converters

Model Converter Lenses ~ Magnification Resolution Depth of Field = Effective F No
SOD-1.5X 1.5x 15um 1.2Tmm 34.1
SOD-2X 2.0x 15um 0.9Tmm 45.4

Caution: If combinations other than those recommended are used, dirt and scratches on the rear converter may be noticeable in the
resulting images. For this reason, we do not recommend the use in any other setup for optimal performance.

MML1-ST300D
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