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LED

Workpiece

Camera

Cylindrical lens

&KDUDFWHULVWLFV
Transmits light illuminated from the LEDs through the cylindrical lens 
on the tip for converged line lighting.
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Model name LED color Power 
consumption

Peak wavelength/ 
correlated color 

temperature
Options Recommended 

Control Units Weight

/1���6:��+.�67. White 24 V / 6.1W 5,500 K
-

250 g

/1����6:��+.�67. White 24 V / 22 W 5,500 K 750 g

PD3

PSB

CC-ST-1024*

* Cannot be used with the 
/1����6:��+.�67.�

9LVXDO�LQVSHFWLRQ�IRU�¿OP�FLUFXLW�ERDUGV

$SSOLFDWLRQV
Inspection for faults in non-woven fabrics

You can change the connectors of 
the Light Unit cable.
Choose between M12 connectors 
and flying leads.
Refer to P.125 for details.

We accept custom orders.
Please feel free to inquire.

• Change to format
• Increase brightness
• Change to wavelength, etc.
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Custom orders accepted

LED color

Custom orders accepted
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You can inquire using 
our website.

Inquire on our website here.
http://www.ccs-grp.com/contact/

Requests for 
a Catalog

Requests for 
Estimates

Product 
Inquiries

Other 
Inquiries

Requests for 
Light Unit 
Selection

Requests 
for Loan 
Products
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Line Lights
/1�+. series

Refer to our website for product details.

Use a search engine.

CCS LN-HK
You can also use 

your smartphone 

or cell phone.

Refer to our website for product details.

Search

9LVXDO�LQVSHFWLRQ�IRU�¿OP�FLUFXLW�ERDUGV��LQVSHFWLRQ�IRU�IDXOWV�LQ�QRQ�ZRYHQ�IDEULFV��LQVSHFWLRQ�IRU�SDUWV�PRXQWHG�RQ
circuit boards, visual inspection for printed objects, and visual inspection for plastic products, etc.Applications

/1����6:��+.�67.

/1���6:��+.�67.

Provides converged line lighting (High output type)


